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1
Scope

This specification covers the modular mesh underlayment system and its installation concept.

2
Applicable documents
2.1
Modular mesh


Tested by the Tile Council of North America and classified « Extra Heavy »

ASTM C627: Robinson – Type Floor Test

3
Specifications

· Replaces the second plywood in the floor structure required for ceramic floor coverings

· Only compatible with the Green Cable™ Surface
· Protects the cable from being damaged during and after the installation
3.1
Dimensions

The dimensions of the modular mesh are 31.4 cm x 31.4 cm (12 3/8 in x 12 3/8 in, 12 in x 12 in when assembled) and is 8 mm (5/16 inch) thick. The modular mesh has grooves that are spaced at 2.5 cm (1 in) intervals for inserting the cable according to the type of installation. The modular mesh has socket and spigot ends for easy assembly.
3.2
Construction

The modular mesh underlayment system will be manufactured with a polyolefin mixture.

3.3
Compatibility with installation surfaces and floor coverings

For the following installation:

· Installation on 16 mm (5/8 in) tongue and groove exterior grade plywood subfloor on 12 in or 16 in centre-centre joists.
· Glazing with a polymer-modified mortar approved by FLEXTHERM for use with the FLEXSnap system.
· Ceramic or porcelain floor coverings.
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3.4
Product to be specified
	· Local ou room:
	

	· Surface to be covered:
	

	· FLEXSnap: 
Box of 20 modular mesh – 20 square foot
(write down the required quantities)
	 GSTP [   ]


4
Installation

· Install FLEXSnap tiles and secure them to the floor in accordance to the FLEXSnap installation guide.

· Install the Green Cable™ Surface with the FLEXGlide tool.
· Fasten the probe of the thermostat to the mesh, centering it between two heating cables in accordance to the installation guide.
· Glaze and lay the ceramic tiles.
· Apply the grout mixture when the floor is completely dry and it is possible to walk on it.
· The system can be operated only after the polymer-modified mortar has completely cured. This waiting period is essential to ensure that the polymer-modified mortar is properly set. Refer to the manufacturer’s instructions to verify the curing time for the product you are using.

· Please refer to the installation guide for complete instructions, available with the product and on our website www.flextherm.com.

5
Application


           

                                             5                                           1    Wood and plywood structure
                                                                                          2     FLEXSnap TM modular mesh and    

                      floor heating system
                                                      4                                  3     Polymer-modified mortar
                            2                                  3                        4     Polymer-modified mortar
                                                                                          5     Ceramic tiles
                                                             1                            
6
Quality assurance

6.1
Warranty

The FLEXSnap TM modular mesh shall bear a 5 year limited warranty against any manufacturing defect when it’s installed in conformity with the installation guide.

Please refer to the complete warranty card available in the installation guide included with the product or on our website www.flextherm.com.
7

Packaging

The product is shipped in a box clearly identified with its contents. Each box shall include

· 20 pieces of modular mesh;

· Installation instructions;

· Warning about the choice of polymer-modified mortars
Writer’s notes: 


Make the selection according to the specific project.


For a complete list of polymer-modified mortars approved by FLEXTHERM, visit our website at:  � HYPERLINK "http://www.flextherm.com" �www.flextherm.com�. 
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